


Your boiler is on the programme for 
replacement due to its age and 
inefficiency. We will also be replacing 
the controls operating the system 
including the insulating of pipe work 
and making sure the system complies 
with Part L of the building regulations.

We will discuss with you the most 
practical location for the new boiler 
and any new pipework so that it 
complies with the gas regulations and 
the boiler manufacturer’s 
recommendations.

We will flush through the existing pipe-
work and radiators so that your system 
works efficiently with the new boiler.

Before we start
Before the works start we need you to 
make sure that:
• There is adequate access to where 

the boiler is to be fitted so we can 
get to it

• The cupboard where your hot water 
cylinder (tank) is clear of your 

 belongings. This is usually your 
 airing cupboard
• If you have a prepayment meter, 

there is credit on it so that the new 
boiler can be tested

• We can get to your gas meter
• You remove all pictures, mirrors or 

shelving from the walls where 
 pipework is to be fitted
• There is access to your loft space.

How long will it take?
We aim to replace the boiler within 
three working days but certain 
installations may take longer. 

Sequence of works
• isolate, drain and remove existing 

boiler 
• install new boiler and connect 

pipework
• fit thermostatic valves to radiators
• install new programmer and room 

thermostat
• flush through the existing radiators 

and pipework 
• making good as necessary
• fit insulation to pipework in the 

airing cupboard.

On completion
We will show you how to operate the 
system and leave you with the 
manufacturer’s operating manual. 
We’ll also ask you to complete a 
tenant’s satisfaction survey.

Although we will make good any 
damage to walls or flooring that may 
happen we will not do any painting or 
re-decorating.

During the work
We will try our hardest to keep any 
disruption to a minimum but replacing 
a boiler is a large job. 

The works can be quite noisy and dusty 
so the contractor will use dust sheets 
and keep doors closed but, inevitably, 
some of the dust will find its way into 
rooms that are not being worked on.

You need to be aware that we will need 
to turn off the gas and water supply 
during the work but these will be 
reconnected each day before the 
contractor leaves.

You may also be without electricity, 
hot running water and central heating 
for short periods during the works. 

Safety advice
• If you smell gas or think you have a 

gas leak

• Do not smoke or strike matches/
lighters

• Do not turn electrical switches on 
or off

• Put out any naked flames

• 


